
S U R F A C E

APPLICATIONS 

• Kitchens

• Light commercial 

• Fitting rooms

• Hospitality

• Classrooms

• Utility areas

FEATURES
• Contemporary styling for indoor

applications
• Unobtrusive rounded cornered Puff

design motif
• Concealed housing provides a

floating effect
• ‘Lift n Shift’ design provides easy

access for maintenance
• Designed for individual mounting,

suitable for surface or suspended
(suspended accessories sold
separately)

• Available in multiple dimensions
• Tool-less access to ballast and lamps 

HOUSING
• Roll formed sheet steel, electrostatic

powder coat white finish. A snap in
internal wire covering provides easy
access to ballast. Multiple knockouts
on the housing allow for mounting
and electrical feeds.

OPTICS
• The unobtrusive rounded corner

diffuser is pressure formed smooth
acrylic and high impact acrylic blend. 

ELECTRICAL
• Electronic ballasts : 120-277V, 347V
• All electrical components are UL

approved/recognized
• Lamp holders which are provided

ensure positive lamp retention 
• Standard ballast are electronic instant

start for T8 lamp configurations,
unless otherwise specified

• The standard voltage is UNV 120-
277V, 60HZ, or as specified. 

OPTIONS
• Emergency ballasts (EM)
• Dimming (D) 

– Specify dimming system

• Suspension & Canopy Kit (SK*)
(Specify length in inches.)

Edinburgh
A contemporary, puff design luminaire, 
that mounts or suspends, for 
a floating cloud-like effect.

DATE PROJECT NAME MODEL TYPE 

SERIES LENGTH # LAMPS WATTAGE VOLTAGE OPTIONS

EDI 12W=1’X2’ wide 2 17=F17T8 UNV (120-277)
14=1’X4’ 4 32=F32T8 347
14W=1’X4’ wide 32U=FB32T8 - U-bends
22=2’x2’

*See chart for actual dimensions

ORDERING INFORMATION

Note: Dimensions subject to change without notice. Certain configurations may not be available.

ZONAL LUMEN SUMMARY

EDI14W-432
Zone Lumens % Lamp % Fixt

0-30 1223.74 10.9 17.7

0-40 2027.35 18.1 29.4

0-60 3716.25 33.2 53.8

0-90 5332.97 47.6 77.3

90-120 725.04 6.5 10.5

90-130 944.68 8.4 13.7

90-150 1312.71 11.7 19

90-180 1568.79 14 22.7

0-180 6901.76 61.6 100 

Total Luminaire Efficiency = 61.6% 
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ZONAL LUMEN SUMMARY

EDI14-232
Zone Lumens % Lamp % Fixt

0-30 644.57 11.5 16.3

0-40 1070.25 19.1 27.1

0-60 1974.24 35.3 50

0-90 2906.77 51.9 73.6

90-120 488.66 8.7 12.4

90-130 637.2 11.4 16.1

90-150 882.72 15.8 22.4

90-180 1040.18 18.6 26.4

0-180 3946.95 70.5 100 

Total Luminaire Efficiency = 70.5% 
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EDINBURGH MEASUREMENT CHART

A B C D E

14 12” 48.5” 11.875” 15” 51.25”

14W 13.875” 48.5” 13.875” 17” 61.25”

12W 13.75” 24.5” 13.75” 17” 27.25”

22 24” 25.5” 23.875” 27” 27.25”
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