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DATE PROJECT NAME MODEL TYPE 

SERIES WATTS COLOR TEMP VOLTAGE OPTION

ZRH 60 40=4,000oK UNV (120-277)
55=5500oK 347

Note: Dimensions subject to change
without notice. Certain configurations
may not be available. Photos are for
illustration purposes only, and do not
necessarily represent the exact
products, in the context they are
found in. PHOTO: © blyjak Istock
/Thinkstock

ZONAL LUMEN SUMMARY

58W/40K
Zone Lumens % Lamp % Fixt

0-20 652.45 11.60 11.60

0-30 1378.59 24.60 24.60

0-40 2246.95 40.10 40.10

0-60 3966.11 70.70 70.70

0-80 5082.84 90.70 90.70

0-90 5345.9 95.30 95.30

10-90 5176.46 92.30 92.30

20-40 1594.5 28.40 28.40

20-50 2492.44 44.50 44.50

40-70 2380.38 42.50 42.50

60-80 1116.73 19.90 19.90

70-80 455.51 8.10 8.10

80-90 263.05 4.70 4.70

90-110 183.58 3.30 3.30

90-120 223.88 4.00 4.00

90-130 245.18 4.40 4.40

90-150 257.73 4.60 4.60

90-180 261.07 4.70 4.70

110-180 77.49 1.40 1.40

0-180 5606.97 100.00 100.00

Total Luminaire Efficiency = 100% 
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APPLICATIONS 
• Indoor Parking Areas
• Canopies

• Warehouses
• Stairwells
• Tunnels

L E D  E N C L O S E D

FEATURES
• IP65 LED enclosed vaportight. Comes

with a 3/4" cable gland at one end 
• Utilizes the latest in high-flux

LED technology
• Mounting clips that securely and

evenly seal the luminaire
• Knockouts: 3/4" conduit is standard

at either end
• IP65, waterproof, dustproof &

weatherproof
• Ceiling, surface or pendant mount
• Lifespan: 50,000 hours

HOUSING
• White 100% UV stabilized

polycarbonate housing, perimeter
gasket, integrated stainless steel
mounting brackets

• Unique three piece design that
allows effortless maintenance
without any tools

OPTICS
• Opal polycarbonate lens with 

tool-less clips

• UV stabilized polycarbonate diffuser
eliminates glare and assist in the
enhancement of even light
distribution

ELECTRICAL
• 5630 SMD Samsung LED type
• Dimmable LED driver (60W) and

occupancy sensors are options
• The gear tray system holds all

electrical components
• Operation temperature: -15°C +45°C
• Input Power: 58 watts
• Total lumen output: 4,800 to 5,500

lumens CRI: 80+
• Beam angle: 120°
• C.C.T.: 4,00OK, 5,500K

OPTIONS
• Dimming (D)
• Occupancy sensors (OS)

TOTAL LUMEN OUTPUT
• 4,800 -5,500 *†

*Depending on CCT. †Initial lumens

ORDERING INFORMATION

Practical and efficient by design

Zurich


